
BIOBLOCKS
A unique bacterial-laden solid, combining a high bacterial count with slow 
release technology for use in degrading organic waste in grease traps.

Applications

Grease Traps, Grease Separators.

Overview

BIOBLOCK is a slow dissolve bacterial-laden solid for use in degrading organic waste in grease traps and 
grease interceptors. The safe application speci�c bacteria are present in high numbers to handle organic 
problems. The unique brick will dissolve gradually which allows for continuous treatment and degradation 
of waste. The naturally occurring bacteria contained in the brick will reduce odour, sludge, fats, oils and 
grease build-up.

Advantages of BIOBLOCK
1. Optimised proprietary bacterial consortium degrades a broader spectrum o substrates.
2. E�ectively breaks down fat, oils and grease and hereby eliminates malodours at source.
3. Degrades high concentration of waste and enhances BOD/COD/TSS removal.
4. Reduces sludge build up helping to eliminate malodours such as hydrogen sulphide.
5. Eco-Benign formulation, contains no harsh chemicals.
6. Easy to install - no special equipment of labour required so highly cost e�ective.
7. Not dependant on people or equipment for dosing.
8. Continuous operation 24 hours per day, increases system e�ciency.
9. All strains are EEC Class 1. Product contains Bacillus bacteria in 100% spore form for extended 
    product life.
10. Manufactured in accordance with recognised international quality standard ISO 9001.

Product Information
Refer to product data sheet for instructions for use.

General Information
Keep out of reach of children. Do not ingest. Avoid contact with open wounds.
Wash thoroughly after handling.

Storage
Store in a cool dry place in sealed containers.

Net Contents
4x1 kg
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BIOBLOCKS
Technical Specifications for BIOBLOCK

Targeted Compounds: Fats, oils, grease and cellulose.

Bacterial Count:  5,00E+09 cfu/g Bacillus spores

Bacterial Type:   Bacillus spores

Formula Properties:  Red solid with mild surfactant odour

Performance Properties: E�ective pH range: 4.0-110  
    Temperature range: 5 - 50º C

Packaging:   0.5kg brick - 12 bricks per case
    1kg brick - 4 bricks per case
    5kg brick - 4 bricks per case

(Shelf life of 24 months in an original unopened container).
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